




61
Tel: 01253 600415
Fax: 01253 792558
e-mail: wa@glasdon-uk.co.uk
web: www.glasdon.com

A stylish, modern litter bin with two large apertures.  
The large knuckle-hinge door allows easy access to 
the liner which can then be removed for emptying 
with minimal lifting.   

Features 
•   Bin-it symbol in Gold, Silver, Black or White.
•  Moulded knuckle-hinge door.
•  Anti-burst lock, key to open, slam to lock.
•  Zinc-coated steel liner or moulded plastic liner.
•  Cigarette stubber plate.

Optional Extras
• Hood mounted ashtray.
• Cigarette ash grille and liner.
• Firexpire fire extinguishing device.
• Choice of ground fixing options.
• Litter aperture flaps.
•  Two decorative Gold or Silver bands.
•  Personalisation.
• Sack retention system.
•  Plastic sacks for use with sack retention.

Materials
Bin body & door: Durapol®
Metal liner: Zinc-coated steel
Moulded plastic liner: Polyethylene
Sack retention system: Stainless steel
Specifi cations
Bin volume: 120 litres
Liner capacity: 100 litres
Dimensions: 1056mm high x 551mm wide x 551mm 
deep
Weight: 20.2kg (with steel liner)
Colours 

MILLSTONE  SANDSTONE GRANITE BLUESTONE DEEP GREEN BLACK

Stubber PlateHood Mounted Ashtray

551

10
56

Shown with cigarette stubber plate and ash grille.Sh i h i bb l d h ill

Futuro can be co-ordinated with the Cosmopolitan™ range of seats 
(see pages 24-27) and Neopolitan™ bollard (see pages 34-35).
F t ro can be co ordinated ith the Cosmopolitan™ range of seats
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Gemini™
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A multi-purpose, twin-liner litter bin ideal for areas 
where a high volume of litter is created.  This 
narrow “footprint” bin offers many different options 
and applications for the collection of waste.  

Features 
• Bin-it symbol in Gold or Silver.
•  Anti-burst lock, key to open, slam to lock.
•  Any 2 zinc-coated steel liner, moulded plastic liner or 

sack retention system.
•  Bolts for permanent ground fixing into pavements 

or concrete.
Optional Extras
• Hood mounted ashtray.
• Cigarette stubber plate.
• Cigarette ash grille and liner.
• Firexpire fire extinguishing device.
• Choice of ground fixing options.
•  Litter aperture flaps.
•  General waste or dog waste stickers.
•  Two decorative Gold or Silver bands.
•  Personalisation.
•  Wheel kit for polyethylene liner.

Materials
Bin body & door: Durapol®
Metal liner: Zinc-coated steel
Moulded plastic liner: Polyethylene
Sack retention system: Stainless steel
Specifi cations
Dimensions: 1100mm high x1020mm wide x 492mm 
deep
Bin volume with 2 x zinc-coated steel liners: 220 litres
Liner capacity with 2 x zinc-coated steel liners: 180 
litres
Weight: 26kg (without liners)
Colours

Shown with cigarette stubber plate and ash grille.

With a choice of easy to empty liner options.

BLUESTONE   GREENSTONE BLACKMILLSTONE

Hood Mounted AshtrayNarrow 
Footprint

492mm

1020
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CyclePad™ Cycle Stand

Relocatable Bicycle Stands.

CyclePad is a Registered EU Design.

CyclePad offers a revolutionary design which 
reduces the time and cost of site installation 
to the absolute minimum.  It is suited to street 
furniture applications because there is no need 
to excavate and re-lay existing ground surfaces 
such as blockpaving or concrete.  Each CyclePad 
is manufactured and delivered to site as a ready-
made freestanding concrete plinth complete with a 
single hoop in stainless steel or Armortec® coated 
steel.  The contoured shape of the concrete plinth 
allows each CyclePad to be easily manoeuvred 
and interlinked together in a continuous line to 
form your desired layout.  Manufactured from high 
quality and maintenance-free materials, CyclePad 
will provide years of trouble-free service.

Materials
Hoop: 50mm tubular stainless steel (316 grade) or 
Armortec® coated steel
Base Plinth: Aggregate-finish concrete with curved 
shape (to facilitate positioning side-by-side as a 
continuous run of individual pads.) 

Specifi cations
Height: 848mm
Width: 843mm
Depth: 997mm
Weight: 140kg

Installation
CyclePads are free-standing and self-supporting 
structures which are suitable for positioning on any flat 
and even surface, e.g. tarmac, concrete slabs, block 
paving etc.  Where a multiple quantity of CyclePads are 
positioned side-by-side in a continuous run, the hoops 
can be front or back facing.  A concealed locking bar 
system is used to securely connect each CyclePad.

Colours
Hoop: Natural brushed stainless steel or grey   
 Armortec® coating.
Base plinth: Granite-effect surface with grey borders.

CyclePad is a Registered EU Design

843997
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Novara™ Cycle Stand

Designed by Alfredo Tasca.

The Novara Cycle Stand is a contemporary parking 
option for securing two bicycles.  Its innovative 
angled body and sleek styling will enhance any 
modern architectural setting.
The main body and wheel racks are produced 
from steel with a black Armortec® coating, 
which provides excellent weather and corrosion 
resistance.  The stainless steel bar allows the 
bicycle frame and front wheel to be secured using 
proprietary security devices.

Materials
Main body and wheel guards: Steel with black 
Armortec® coating.
Bars: Stainless Steel. 

Specifi cations
Height: 810mm
Width: 492mm
Body Diameter:  Ø102mm
Weight: 17kg

Installation
The Novara Cycle Stand is delivered in pre-assembled 
form ready for securing to a prepared concrete base 
using the fixing bolts supplied. 

Colours
Main body and wheel guards: Black

81
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Bi-Port™ Cycle Shelter

Attractive modern appearance.

Strong and robust design.
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Contemporary design for modern developments.

Bi-Port Shelters offer the ultimate in contemporary 
design and are ideally suited to ‘front of house’ 
and high profile locations.  The impressive steel 
framework is post-finished with an Armortec® 
coating.  The end result is a gloss coating that 
maintains its pristine look over many years and 
helps to prevent corrosion.  Bi-Port Shelters are 
delivered in assembled form for installation by the 
customer.

Materials
Framework: Armortec® coated steel.
Cladding: Plastic-coated steel – profiled, hot-dipped 
galvanised steel panels with an embossed plastic 
coating to the weather-face and a protective paint 
finish to the reverse-face.
Thermoplastic – 4mm high-impact thermoplastic 
glazing.  Protects against UVA and UVB radiation. 

Installation
Bi-Port Shelters are supplied ready for immediate 
surface fixing on to concrete using the expanding 
anchor bolts provided.
The minimum base size required is 4000 x 2400.  The 
prepared concrete base should be flat, level and a 
minimum thickness of 200mm on to hardcore. 

Colours
Framework: 
 Grey BS 4800 (00.A.09)
 Green RAL 6005
 Red RAL 3020
 Black RAL 9005
(Alternative colours are available upon request.)
Cladding: 
Plastic-coated steel.  The weather-face is available in a 
choice of:
  Nearest equivalent
 Poppy Red BS 4800 (04.E.53)
 Ocean Blue BS 4800 (18.C.39)
 Vandyke Brown BS 4800 (08.B.29)
 Goosewing Grey BS 4800 (10.A.05)
(Alternative colours are available upon request.)
Thermoplastic: Clear.

876

2585
3825
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Torino™ Cycle Shelter

The Torino Shelter provides the perfect solution 
where contemporary styling is needed for 
complementing and enhancing modern architecture.  
The shelter is produced from tubular steel frames 
with a black Armortec® coating, which provides 
excellent weather and corrosion resistance.  The 
large cantilevered roof offers good weather 
protection and the clear thermoplastic glazing 
maximises natural lighting levels.

Materials
Framework: Steel with black Armortec® coating.
Cladding: Thermoplastic glazing. 

Specifi cations
Height: 2502mm
Width: 3000mm
Depth: 2749mm
Weight: 374kg

Installation
Torino Shelters are supplied ready for immediate 
surface fixing on to a concrete base using the 
expanding anchor bolts supplied.

Colours
Framework: Black

Designed by Alfredo Tasca.D i d b Alf d T

2749

2300
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Taranto™ Shelter

Designed by Alfredo Tasca.

The Taranto Shelter is a solid, robust shelter with 
clean lines and minimalist design.  The shelter has 
four bearing columns manufactured from tubular 
steel with black Armortec® coating, which provides 
excellent weather and corrosion resistance.  
Thermoplastic sheets form the roof of the shelter 
whilst four sheets of safety glass to the rear provide 
extra protection from wind and rain.  A tubular steel 
handrail on the inside helps to protect the glass.
As an optional extra there is a side glazing kit and 
handrail, which can be added to provide weather 
protection on three sides.

Materials
Columns and handrail: Tubular steel with black 
Armortec® coating.
Gutter: Steel. 
Roof: Thermoplastic sheet. 
Clamps: Aluminium.

Specifi cations
Height: 2648mm
Width: 4531mm
Depth: 1718mm
Weight: 600kg

Installation
Taranto Shelters are supplied ready for surface fixing 
on to a concrete base using the expanding anchor 
bolts supplied.  The glazing kits are always supplied 
separately for fitting on site. 

Colours
Framework: Black

26
48

4531

4127

D i d b Alf d T

1718

1497
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Heritage Waiting Shelter
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Traditional style for traditional locations.

Heritage Shelters, with a decorative gold relief 
mouldings to the panels, are the ideal choice where 
a more traditional style is required.  Manufactured 
from low-maintenance materials, the Heritage 
Shelter offers a high degree of corrosion resistance 
as well as eliminating routine painting requirements.  
The shelters are available in various models with 
different configurations.  They are delivered pre-
assembled to allow prompt and simple installation.

Materials
Framework: Vertical 50 x 50mm aluminium section.
Horizontal 38 x 38mm aluminium section.
Roof: Comprising of 33mm thick composite panel with 
pre-finished steel internal face and GRP over-roof.
Glazed Panels:  Standard choice of: 
6mm toughened glass.
6mm clear high-impact thermoplastic sheet.
Alternative Glazing: Tinted or textured glass & high-
impact thermoplastic sheet is available to special order.
Blank Panels: 6mm GRP with textured internal face 
and smooth semi-gloss external face with decorative 
moulding.
Timetable Board: Polyester powder-coated aluminium 
case.  Display area measures 720 x 270mm.

Installation
The Heritage Shelter is supplied with adjustable 
spigoted legs to enable them to be either base fixed or 
set into concrete pockets.   

Colours
Framework:   Polyester powder-coating in a choice of:
 Maroon RAL 3003
 Black RAL 9005
 Dark Green RAL 6005
 Dark Blue RAL 5003
Roof:
Alaska Grey (RAL 7000) to internal face and Light Grey 
(BS 4800 [18.B.25]) to external face. 
Blank Panels:  Choice of:
 Maroon RAL 3003
 Black RAL 9005
 Dark Green RAL 6005
 Dark Blue RAL 5003
Decorative moulding highlighted in gold.
Seat:  Choice of:
 Maroon RAL 3003
 Black RAL 9005
 Dark Green RAL 6005
 Dark Blue RAL 5003
 Grey BS 4800 (18.B.25)
Timetable Board: Black case

28
84

3635 1505

3245 1115

* The above configuration is shown as an example.  To discuss your requirements please telephone our sales office.
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Contemporary styled, curved design.

Carleton Canopies are contemporary-styled and 
designed to provide partial shelter from the weather 
in designated outdoor areas.  It is available in 
three models of lengths: 1400mm, 2800mm and 
4200mm.  The framework is manufactured in 100% 
recycled cast aluminium with high quality coating 
for low maintenance and long-term durability.  
Carleton Canopy has a curved design to help natural 
fall-off of rain and snow.

Materials
Cast ends: Recycled cast aluminium with Armortec® 
coating.
Connector tubes: Aluminium extrusion with Armortec® 
coating.
Roof: Twin-walled thermoplastic sheet. 

Specifi cations
 Model 1400 Model 2800 Model 4200
Length: 1400mm 2800mm 4200mm
Width: 981mm 981mm 981mm
Depth: 385mm 385mm 385mm
Weight: 24kg 41kg 58kg

Installation
Carleton Canopies are supplied with wall fixings 
suitable for general brickwork that is in good condition.  
Fixing must be carried out by a competent person.  
Please note that due to the various forms of wall 
materials and construction available, it is recommended 
that professional advice is sought should any doubt 
exist regarding fixing arrangements. 

Colours
Cast ends: Silver
Connector tubes: Silver
Roof: Bronze tinted

1400 981

2800 981

4200 981

38
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Model 1400

Model 2800

Model 4200
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Eclipse™ Canopy

Tough, long-lasting one-piece moulding.

The Eclipse Canopy is a simple and stylish 
one-piece moulding that offers partial weather-
protection.  Its curved design helps natural fall-off 
of rain and snow.  It is manufactured using tough 
Durapol® material and is available in a choice of 
four standard colours.  The canopy can be wall or 
post-mounted, and sited either side-by-side or back-
to-back to create an ideal designated congregation 
area for your environment.

Materials
Canopy: Durapol®.
Mounting Posts: Armortec® coated mild steel.  

Specifi cations
Length: 1400mm
Width: 1000mm
Depth: 450mm
Weight: 
    Canopy:   17kg
    Surface mounted posts back-to-back: 26kg
    Surface mounted posts single: 21kg
    Concrete-in posts back-to-back: 27kg
    Concrete-in posts single:  20kg
Recommended height to the top of unit above ground  
is 2455mm

Installation
We supply standard tamper-proof fixings suitable 
for general brickwork, which is in good condition.  
However, we strongly recommend that a survey of the 
wall area is carried out prior to installation.  Fixing must 
be carried out by a competent person.
Concrete-in posts are available as an optional extra.
Surface-mounting posts are available as an optional 
extra. 

Colours
Canopy:  

Black  Sandstone 

Millstone Whitestone

(Black contains recycled material and all colours are 
recyclable after the product’s usable life.)
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Glasdon products are manufactured from high performance materials and undergo 
stringent quality checks to ensure durability and best value.  We have accreditation 
with ISO 9001:2000, underlining our commitment to provide quality products.

Throughout this catalogue reference is made to the following materials:

High Performance Materials

DURAPOL® material is a polymer formulated to withstand extremes of 
temperature and is impact-tested in our Quality Assurance Laboratory as part of our 
BS EN ISO 9001:2000 test procedure.  DURAPOL  material will not chip or rust, is 
easy to clean and never needs painting.  

BUFFER™ material is manufactured from 100% recycled rubber tyres and is 
pressure moulded to create a strong, hard-wearing, weatherproof material.

DURACORE™ material features a tough, dense 
outer wall with a cellular construction giving outstanding 
performance benefits and is formulated to withstand extremes 
of temperature.  DURACORE material will not chip or rust, is 
easy to clean and never needs painting.

Tough outer 
shell giving 
outstanding 
weathering 
resistance. 

Rigid central 
core reinforcing 
the outer shell 
is impervious to 
dirt and liquids.

ARMORTEC® COATING 
The New Armortec coating gives even more 
durability.  If any metal component surface 
is damaged by scratching, corrosion will not 
spread further than the immediate area.  Both 
posts shown were subjected, firstly to repeated 
impact with a metal hammer, followed by six months in a salt spray 
cabinet in the Glasdon Quality Assurance Laboratory.  The salt spray 
cycle is a very aggressive test, designed to accelerate the corrosion process, to simulate long term weathering 
in an outdoor environment.

Results of salt spray and impact 
tests on mild steel with and 
without Armortec coating.

In 
comparative 

salt spray tests 
the Armortec coated 
post lasted 5 times 

longer than the 
powder-coated 

steel post

Without
Armortec 
Coating

With
Armortec 
Coating

All Glasdon products can be recycled at the end of their usable life.
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Grade 316 Stainless Steel Stainless Steel 316 grade (marine grade) 
is a highly durable and low-maintenance material.  No painting or coating is required, 
but the pristine appearance can be maintained by regular cleaning with warm soapy 
water.  Any light staining that may occur on the surface can be removed with WD40 or 
an equivalent product.  Alternatively, there are a number of proprietary stainless steel 
cleaners available.  However, if used they must be low in chlorine or be spirit based. 
Note: Carleton Perch seat is manufactured from Stainless Steel 316 grade.
Centrum seat and bench is manufactured using Stainless Steel 304 grade.

ENVIROPOL® … Recycling Proficiency  
Our Enviropol material range of environmental furniture is manufactured predominantly 
from post-consumer plastics.  By balancing these uncontaminated recycled waste 
materials, the result is a remarkably versatile product with many applications and 
benefits.  Enviropol material’s density, strength and weather-resistance will ensure a 
long, virtually maintenance-free service life.  It is self-coloured and needs no painting or 
surface treatment.  It has good chemical resistance and is impervious to water, frost and 
most corrosive substances.  Enviropol material is unaffected by brine, animal wastes, 
bacteria, fungi and insects.  The added benefit of Enviropol material is that it is knot and splinter-free, making it 
ideal for seating.  Enviropol is also 100% recyclable when it reaches the end of its long service life.

IMPACTAPOL® material is a polymer specially developed with enhanced 
flexibility and extensibility properties offering good recovery performance after 
vehicular impact.  IMPACTAPOL material has abrasion resistance, the material will 
not chip or rust and never needs painting.

TIMBERPOL® Timberpol is a durable and strong composite material 
containing a minimum 70% recycled hardwood sawdust and recycled polypropylene.  
It is self-coloured and virtually maintenance-free.  As with all products containing 
timber, a certain amount of natural colour fading will initially occur.  This does not 
affect the superb performance of Timberpol material and no painting or varnishing is 
required.  The added advantage of Timberpol is that while looking like wood, it does 
not splinter and is knot-free, making it ideal for seating.

ENVIROPLUS® Our Enviroplus material range of environmental furniture is 
manufactured entirely from recycled materials (post industrial plastics).  By balancing 
these uncontaminated recycled waste materials, the result is a remarkably versatile 
product with many applications and benefits.
Enviroplus material’s density, strength and weather-resistance will ensure a long, 
virtually maintenance-free service life.  It is self-coloured and needs no painting or 
surface treatment.  It has good chemical resistance and is impervious to water, frost and 
most corrosive substances.  Enviroplus material is unaffected by brine, animal wastes, 
bacteria, fungi and insects.  The added benefit of Enviroplus material is that it has a smooth integrally moulded 
outer skin, which strengthens and stiffens the profile while being easy to wipe down and clean.  Enviroplus 
material is knot and splinter free, making it ideal for seating.  Enviroplus is also 100% recyclable when it 
reaches the end of its long service life.
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Bollard Fixing Options

Standard Bolt-Down Fixing (onto existing concrete foundations)
A strong bolt-down fixing, which is quick to install with 
minimum disruption.  Suitable for existing concrete 
sub-surfaces.  In the event of damage the bollards 
are easy to replace by using the existing fixing.  Ideal 
for installation where below-
ground fixing is not possible.  
For example, if there are 
underground electricity cables 
or water supplies, or on 
bridges and multi-storey car 
parks where there could be 
waterproof membranes.

Concrete-in Anchor (adjustable depth)
Easy to install, allows easy 
replacement of the bollard if 
required.  This can be used in 
areas where there is not an 
existing suitable concrete sub-
surface to bolt down to.  Easy 
to install and once in place 
allows simple reinstatement of 
the bollard without the need for 
additional ground work.

Below-Ground Extended Base
The extended base or fixing tube of the bollard is secured in 
concrete for permanent fixing.

Below-Ground Socket System
Removability allows permanent, semi-permanent or temporary 
applications.  The socket is designed to absorb the impact of a 
collision in most cases, leaving the 
surrounding area undamaged.  One 
dual purpose key removes the bollard 
and locks/removes the blanking cap.  
Once the bollard has been removed, 
the socket can be covered by the 
galvanised blanking cap allowing 
vehicle access and street cleansing.

SAFETY NOTICE – If removal of the bollard 
creates a safety hazard, we recommend 
purchase of a socket blanking cap.

Below-Ground 
Guardsman™ 
Anti-Ram Raid
Guardsman fixing offers strength and 
style.  The reinforcing tube is sited 
745mm below ground providing an 
integral root for high strength and 
impact resistance.  The hole is packed 
with gravel and a substantial layer 
of concrete.  The reinforcing tube is 
also filled with concrete for maximum 
strength.  When the concrete has 
set, the bollard sleeve is secured with 
coupling bolts, which are hidden from 
view.  Guardsman fixing is ideal for 
protecting premises and property.  
Impact tested by an unladen van at 
speeds of 25-30mph – the van was 
stopped dead.
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PAGE 
NO BOLLARD MATERIALS

FIXING OPTIONS

REMOVABLE PERMANENT

Standard 
Bolt-Down 

Fixing

Concrete-
In Anchor 

(Adjustable 
Depth)

Below-
Ground 
Socket 
System

Below-
Ground 

Guardsman 
Anti-Ram 

Raid

Below-
Ground 

Extended 
Base

28-33 Centrum Grade 316 
Stainless Steel - - - - �*

34 & 35 Neopolitan 20 Durapol �* �* � � -

34 & 35 Neopolitan 20 Impactapol - - - - �

34 & 35 Neopolitan 150 Durapol � � � � -

34 & 35 Neopolitan 150 Impactapol � � - - �

36 & 37 Clifton Durapol - - � - -

38 & 39 Jubilee Durapol - - � - -

40 & 41 Victory Durapol - - � - -

40 & 41 Victory Impactapol - - - - �

42 Buffer 100% Recycled 
Rubber �* �* - - �*

43 Enviropol Enviropol 100% 
Recycled Plastic - - - - �*

*Fixings may differ from illustrations shown.

Bollard Fixing Table

Tel: 01253 600415
Fax: 01253 792558
e-mail: wa@glasdon-uk.co.uk
web: www.glasdon.com

STAGE 1 - A burning 
match is carelessly 

discarded into a 
litter container.

STAGE 2 - The fire takes 
hold.

STAGE 3 - In under 
a minute, the fire 

extinguishing plate drops 
on to the liner.

STAGE 4 - The fire is 
contained.

Firexpire device is a fire extinguishing plate fitted within the bin top.  Should a fire 
break out inside the bin, a special replaceable, heat responsive device releases the 
plate which then seals off the mouth of the liner and snuffs out the fire through 
oxygen starvation.  Replacement of the heat responsive device using only a 
screwdriver resets Firexpire device on site.  

(FIREXPIRE device is an effective low cost auxiliary device and must never replace primary fire prevention measures.  
Obstructions preventing the plate from dropping may adversely affect the function of the unit and as many FIREXPIRE 
devices are used in unsupervised locations, regular inspection and immediate replacement of any damaged or 
distorted components is essential.)

FIREXPIRE device
complies with 
the testing and 

certification
regulations of the 

TÜV Product 
Service.

Firexpire® - Fire Safety Device
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